
Flexible mono solar panel ERI-100FM
Electrical Characteristics 

Power
Voltage
Current

-0.38%/
-60.8mV/
2.2mA/
19.9%
32
+5%

Cell efficiency
Number of cells in series
Max power tolerance 

Mechanical Characteristics 
Weight
Dimension

1.8KG
1050*540*3 mm

Max Power
Max power voltage
Max Power Current
Open Circuit Voltage
Short Circuit Current
Maximum System Voltage
Series Fuse Rating
Tempreature Co-efficents

30*

Maximum recommended 
bending degree: 30 degree

Pmax
VMP
imp
Voc
isc

100W
17.8V
5.62A
21.6V
5.97A
600V
10A
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ERI-100FM
Electrical Characteristics

Specifications

Max Power			   Pmax	       100W

Max power voltage		  VMP	       17.6V
Max Power Current		  Imp	       5.68A

Open Circuit Voltage 	 Voc 	       20.8V
Short Circuit Current	  Isc	       6.14A

Cells Efficiency			          21.3%

Power temperature co-efficient	      -0.38%/°C
Voltage temperature co-efficient	      -0.27%/°C
Current temperature co-efficient	      +0.05%/°C

Maximum System Voltage		         1000VDC
Output Power Tolerance		        ±3% 

No. of Cells and Connections	      40 (4x9)
Module Dimensions	  	                 540*1325*3mm
Weight				         2.5 Kg
Certification			            	      CE,RoHS,ISO


